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RPC - The Essential Ingredient

Physical Data

Item Tool no. Brimful 
Volume

Material Dimensions in mm
 (Diameter x Height)

Neck size (mm) Weight (g) Pcs pr
pallet

50ml PE bottle (lock oils) 9379 60 HDPE D43 x W23 x H96 22 9 13680

100ml PE bottle 9369 118 HDPE Ø 44 x 108 22 10 6960

200ml PE bottle (condensation remover) 9990 250 HDPE Ø 53 x 191 22 20 3120

250ml PE bottle 9370 280 HDPE Ø 54 x 164 28 20 3120

500ml PE bottle* 9826 530 HDPE Ø 64 x 211 28 30 2160

1000ml PE bottle (28mm)* 9338 1070 HDPE Ø 83 x 253 28 49 1152

1000ml PE bottle (32mm)* 9339 1070 HDPE Ø 83 x 257 32 48 1088

1500ml PE bottle 9399 1570 HDPE Ø 95 x 291 28 65 742

*Screen printable
 

Polyethylene bottle range suitable for chemical/ 
technical applications

Contact us now for sample containers. Full technical support is available, we are happy to assist with your filling trials.

PE bottle range  

Features:

• Tactile available
• Screen printable*
• Colours on demand


